**DESCRIZIONE**
Intercepting valve purposely conceived to suddenly break the vacuum in the system (i.e. release of suction cups).
Pneumatic actuator with reciprocating piston movement.
Flat shutter closing with double seal in NBR.
Three-way and 2-position function (3/2).
Perfect airtight.

**SECTORS OF USE**
It is generally used for vacuum (wrapping machines, material handling by suction caps).
Connections with inner GAS ISO 228 thread female-female.
Control air 1/8" GAS connections.

**ALLOWABLE TEMPERATURES**
Operating temperature: from -20°C to +100°C

**ACTUATOR PILOT PRESSURE**: Max 8 bar.

**VERSIONS AND SIZES**
DA: 1/2" - 1"1/4 - 2" - 3"

**ANODIZING TREATMENT ON OUTSIDE DETAILS**
MADE IN ALUMINIUM

**SLOTTED HOLE OPENING FOR VACUUM OUTLET**

<table>
<thead>
<tr>
<th>G</th>
<th>1/2&quot;</th>
<th>1&quot;1/4</th>
<th>2&quot;</th>
<th>3&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cm²</td>
<td>1,13</td>
<td>8,6</td>
<td>12,6</td>
<td>19,5</td>
</tr>
</tbody>
</table>
Art. “C3”

**OPERATION**
When the valve is open (drawing 1) the vacuum can be created and kept inside the unit, the arrow indicates the passage from the unit to the suction pump.
When the valve is closed (drawing 2), vacuum can be exhausted through the holes of the central body, the arrows indicate the air passage from outside towards the unit.

**ASSEMBLY**
The direction of vacuum flow must be as shown in drawing 1, i.e. OPPOSITE to the arrow printed into the valve body.

**OVERALL DIMENSIONS**

<table>
<thead>
<tr>
<th>DN</th>
<th>( G )</th>
<th>( A )</th>
<th>( B )</th>
<th>( C )</th>
<th>( D )</th>
<th>( E )</th>
<th>( d )</th>
<th>Wrench</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>( \text{mm} )</td>
<td>( \text{mm} )</td>
<td>( \text{mm} )</td>
<td>( \text{mm} )</td>
<td>( \text{mm} )</td>
<td>( \text{mm} )</td>
<td>( \text{mm} )</td>
<td>( \text{mm} )</td>
<td>( \text{mm} )</td>
<td>( \text{gr} )</td>
</tr>
<tr>
<td>15</td>
<td>1/2&quot;</td>
<td>121</td>
<td>89</td>
<td>52</td>
<td>32</td>
<td>50</td>
<td>15</td>
<td>27</td>
<td>500</td>
</tr>
<tr>
<td>32</td>
<td>1 1/4&quot;</td>
<td>173</td>
<td>124</td>
<td>82</td>
<td>49</td>
<td>65</td>
<td>32</td>
<td>50</td>
<td>1350</td>
</tr>
<tr>
<td>50</td>
<td>2&quot;</td>
<td>195</td>
<td>134</td>
<td>110</td>
<td>61</td>
<td>65</td>
<td>50</td>
<td>70</td>
<td>2350</td>
</tr>
<tr>
<td>80</td>
<td>3&quot;</td>
<td>264</td>
<td>179</td>
<td>155</td>
<td>85</td>
<td>79</td>
<td>78</td>
<td>100</td>
<td>4920</td>
</tr>
</tbody>
</table>